
 
 
Permit Application Review Permit No. 2022-017 
 Received complete: April 22, 2022 
 
 
Applicant: Brian Bochman; Enclave 

Consultant: Shari Ahrens; Westwood Professional Services, Inc.  

Project: Enclave Apartments Development  

Location: 8200 Humboldt Avenue: Bloomington 

Rule(s): 4 and 5 

Reviewer(s): Gabby Campagnola and Louise Heffernan; Barr Engineering Co.   

General Background & Comments 
The applicant proposes the redevelopment of the commercial site located at 8200 Humboldt 
Avenue in Bloomington. Currently, the 2.8-acre site is occupied with an existing office building 
with associated site elements and surface parking.  

The project proposes the following: 

• demolition and removal of the existing commercial building, concrete and bituminous 
pavement, and surface parking and associated base materials  

• site clearing and grading   

• construction of a 39,778-square foot four-story residential housing building with an 
underground parking garage and surface parking lot 

• construction of a new entrance drive to the building  

• site improvements including concrete sidewalks, landscaping, and utilities 

• construction of an underground stormwater management facility (UGSWMF)  

The project site information is: 

• Total Site Area: 2.78 acres (121,097 square feet) 

• Disturbed Area: 2.78 acres (121,097 square feet)  

• Existing Site Impervious Area: 2.00 acres (86,666 square feet) 

• Proposed Site Impervious Area: 1.97 acres (86,020 sq. ft.) 

• Decrease in Impervious Area: 646 square feet  – a 0.7% decrease in the site 
impervious area 

The applicant proposes land-disturbing activities beyond the parcel limits of the 2.75-acre lot, 
including reconstruction of approximately 0.03-acres of City-owned sidewalks along 82nd 
Street, Irving Avenue South, 83rd Street, and Humboldt Avenue. The work to be completed 



within the City’s right-of-way must receive at least preliminary approval from the relevant City 
planning, or regulatory office or body.  

The district’s requirements for both stormwater management and erosion and sediment control 
apply to the project because more than 50 cubic yards of material will be disturbed and 5,000 
square feet or more of surface area is altered, Rules 4.2.1a and b and 5.2.1a and b. 

Exhibits 

1. Permit Application dated February 23, 2022. 

2. Plans dated February 24, 2022, with the most recent revision dated April 8, 2022, prepared 
by Westwood Professional Services, Inc.   

3. Stormwater Management Report dated December 8, 2021, revised January 24, 2022, 
February 24, 2022, April 7, 2022 and April 22, 2022, prepared by Westwood Professional 
Services, Inc.   

4. Electronic P8 model files received February 25, 2022, prepared by Westwood Professional 
Services, Inc.   

5. Electronic HydroCAD model files received February 25, 2022, revised April 22, 2022, 
prepared by Westwood Professional Services, Inc.   

6. Geotechnical Evaluation Report dated February 19, 2021, prepared by American 
Engineering Testing, Inc. 

7. Existing and Proposed Drainage Maps dated January 24, 2022, prepared by Westwood 
Professional Services, Inc. 

8. Email correspondence dated March 18, 2022, outlining three items required for the 
application to be considered complete. 

The application with the submittal items above is complete.  

4.0 Stormwater Management 
The district’s requirements for stormwater management apply to the project because more 
than 50 cubic yards of material will be disturbed and 5,000 square feet or more of surface area 
is altered, Rules 4.2.1a and b. 

The NMCWD’s Rule for Redevelopment, Rule 4.2.3, states, if a proposed activity will disturb 
more than 50% of the existing impervious surface on the site or will increase the site 
imperviousness by more than 50%, stormwater management will apply to the entire project 
site. Otherwise, the stormwater requirements will apply only to the disturbed, replaced and net 
additional impervious surface on the project site. Since the project will disturb the entire site 
(100% of the existing conditions impervious surface disturbed), the district’s stormwater 
management criteria are required for the entire site, including the 1.97 acres (86,020 square 
feet) of impervious surface proposed. 

Stormwater management for compliance with Rules 4.3.1a, b and c will be provided by an 
UGSWMF.  

Rule 4.3.1b requires the 2-, 10-, and 100-year post development peak runoff rates be equal to 
or less than the existing discharge rates at all points where stormwater leaves the site. The 



applicant used a HydroCAD hydrologic model to simulate runoff rates at the three collection 
points where stormwater discharge leaves the site. The existing and proposed 2-, 10- and 
100-year frequency discharges from the site are: 

Existing Conditions 

Modeled Discharge Location 2-year 
(c.f.s.) 

10- year 
(c.f.s.) 

100-year 
(c.f.s.) 

To Humboldt Avenue Storm Sewer (East) 8.3 13.2 24.2 
To Irving Avenue and West 83rd Street (Southwest) <1.0 <1.0 1.1 

To Humboldt Avenue (East) <1.0 <1.0 1.7 
Total 8.7 14.2 27.0 

 

Proposed Conditions 

Modeled Discharge Location 2-year 
(c.f.s.) 

10- year 
(c.f.s.) 

100- year 
(c.f.s.) 

To Humboldt Avenue Storm Sewer (East) 1.2 5.9 14.5 
To Irving Avenue and West 83rd Street (Southwest) <1.0 <1.0 <1.0 

To Humboldt Avenue (East) <1.0 <1.0 <1.0 
Total 1.3 6.0 14.9 

Rule 4.3.1b is met.  

The American Engineering Testing Inc. (AET) geotechnical report identifies the underlying soil 
within the area of the UGSWMF as silty-sand (SM) underlain by poorly graded with silt (SP-
SM). A design infiltration rate of 0.45 inches per hour has been used, conforming with 
infiltration rates identified in the Minnesota Storm Water Manual.  

A retention volume of 7,885 cubic feet is required from the 86,020 square feet of proposed site 
impervious area. A retention volume of 8,380 cubic feet is proposed to be provided (7,885 
cubic feet required) with an infiltration area of 5,480 square feet (4,381 square feet required) 
provided below the outlet elevation of the UGSWMF. With an area of 5,480 square feet, the 
volume retention is drawn down within 39-hours, complying with Rule 4.3.1a (ii). 

The district’s water quality criterion requires a 60% annual removal efficiency for total 
phosphorus (TP) and 90% annual removal efficiency for total suspended solids (TSS). The 
results from the P8 model provided show that the UGSWMF will provide an annual removal 
efficiency of 98.1% for TSS (1,341 lbs.) and an annual removal efficiency of 93.1% for TP (3.4 
lbs.). The NMCWD engineer agrees with the modeling results. Rule 4.3.1c is met.  

Rule 4.5.4d (i) requires at least three feet of separation between the bottom of an infiltration 
facility and groundwater. The AET geotechnical evaluation identified groundwater encountered 
within soil boring B-7 near the proposed UGSWMF at elevation of 811.7 +/- M.S.L. The 
following table provides a comparison of the bottom elevation of the UGSWMF in relation to 
groundwater.  



Proposed Stormwater 
Management Facility  

Bottom Elevation 
of UGSWMF 

M.S.L. 

Groundwater 
Elevation (B-7) 

M.S.L.  

Separation Provided 
(feet) 

UGSWMF 833.3 811.7* 21.6 
*Highest observed groundwater elevation near proposed UGSWMF 
 
The required three (3) feet of separation is provided between the bottom of an infiltration area 
and groundwater. 

Rule 4.3.3 states that all new and reconstructed buildings must be constructed such that the 
low floor is at least two feet above the 100-year high-water elevation or one foot above the 
emergency overflow of a constructed facility. Additionally, Rule 4.3.3 states that all new and 
reconstructed buildings must be constructed such that no opening where surface flow can 
enter the structure is less than two feet above the 100-year high-water elevation of an adjacent 
facility. The low floor and low opening elevations of the proposed multi-family residential 
buildings in relation to the proposed UGSWMF 100-year high-water elevation is summarized in 
the table below.  

 
 

Building    

100-year Frequency 
Flood Elevation of 
UGSWMF (M.S.L.) 

Low Floor and 
Low Opening 
Elevation of 

Proposed Building 
(M.S.L.) 

Low Floor 
Separation Provided 

(feet) 

Apartment Building   839.1 841.31 2.2 

1Underground parking garage low floor and low opening elevation 
 

The project is in conformance with Rule 4.3.3 criteria.  

In accordance with Rule 4.3.1a (i), where infiltration or filtration facilities, practices or systems 
are proposed, pre-treatment of runoff must be provided. Sump manholes within the 
conveyance system(s) to the UGSWMF will provide the required pretreatment of runoff, 
complying with Rule 4.3.1a (i). 

In accordance with Rule 4.3.4, a post-project chloride management plan must be provided that 
will, 1) designate an individual authorized to implement the chloride-use plan and 2) designate 
a MPCA certified salt applicator engaged in the implementation of the chloride-use plan for the 
site. 

Subsection 4.3.5 requires the submission of a maintenance plan. All stormwater management 
structures and facilities must be designed for maintenance access and properly maintained in 
perpetuity to assure that they continue to function as designed. The applicant must provide a 
receipt showing recordation of a maintenance declaration for the operation and maintenance 
of the stormwater management facilities.  

5.0 Erosion and Sediment Control 
The district’s requirements for erosion and sediment control apply to the project because more 
than 50 cubic yards of material will be disturbed and 5,000 square feet or more of surface area 
is altered, Rules 5.2.1a and b.  



The erosion control plan prepared by Westwood Professional Services, Inc. includes 
installation of silt fence, a stabilized rock construction entrance and storm sewer inlet 
protection.  

The contractor for the project will need to designate a contact who will remain liable to the 
district for performance under the District’s Erosion and Sediment Control Rule 5.0, in 
accordance with subsection 5.4.1e. NMCWD must be notified if the responsible individual 
changes during the permit term. 

11.0 Fees 

Fees for the project are: 

Rules 4.0-5.0                                                                                                                    $1,500 

12.0 Financial Assurances 
Financial Assurances for the project are: 

Rule 4: Stormwater Management Facility: 4,381 S.F. x $12/S.F.= ................................ $52,568 

Rule 5: Perimeter Control: 1,165 L.F. x $2.50/L.F. = ....................................................... $2,913 

Inlet Protection: 19 x $100 = ................................................................................ $1,900 

Site Restoration:  2.8 acres x $2,500/acre = ........................................................ $7,000 

Contingency and Administration ................................................................................... $27,719 

 
Findings 

1. The proposed project includes the information necessary, plan sheets and erosion control 
plan for review. 

2. Rules 4 and 5 will be met with the fulfilment of the conditions identified below.  

3. The proposed stormwater management facility will provide volume retention, rate control 
and water quality management in accordance with subsections 4.3.1a-c criteria. 

4. In accordance with NMCWD Rule 4.3.5, the applicant must provide a maintenance and 
inspection plan that identifies and protects the design, capacity and functionality of the 
stormwater management facilities.   

Recommendation 
Approval, contingent upon: 

Continued compliance with the General Provisions (attached). 

Financial Assurance in the amount of $97,100, $92,100 for stormwater management, erosion 
control, and site restoration, and $5,000 for compliance with the chloride management 
requirements. 
Preliminary approval from the relevant City planning, or regulatory office or body for the 
reconstruction of site elements within the City’s right-of-way.  



The applicant providing a name and contact information for the individual responsible for the 
erosion and sediment control at the site. NMCWD must be notified if the responsible individual 
changes during the permit term.  

The proposed HydroCAD model indicates the 100-year high water level of the underground 
stormwater management facility is 839.1 M.S.L. This information must be updated on the 
plans to reflect the most recent HydroCAD submittal received on April 22, 2022.  

Per Rule 4.3.5, a receipt showing recordation of a maintenance declaration for the operation 
and maintenance of the stormwater management facility is required. A draft of the declaration 
must be approved by the district prior to recordation. 

By accepting the permit, when issued, the applicant agrees to the following stipulations for 
closeout of the permit and release of the financial assurance after the project: 

The work for the Humboldt Avenue development under the terms of Permit #2022-017, if 
issued, must have an impervious surface area and configuration materially consistent with the 
approved plans. Design that differs materially from the approved plans will need to be the 
subject of a request for a permit modification or new permit, which will be subject to review for 
compliance with all applicable regulatory requirements.  

Per Rule 4.5.6, an as-built drawing of the stormwater management facility conforming to the 
design specifications, including a stage volume relationship in tabular form for the 
underground stormwater management facility, as approved by the district, must be provided. 

Submission of a plan for post-project management of Chloride use on the site. The plan must 
include 1) the designation of an individual authorized to implement the chloride use plan and 
2) the designation of a Minnesota Pollution Control Agency certified salt applicator engaged in 
the implementation of the chloride-use plan for the site. The release of the $5,000 of the 
financial assurance required for the chloride-management plan requires that chloride-
management plan has been provided and approved by the District’s Administrator. 

Per Rule 12.4.1b, demonstration and confirmation that the stormwater management facility 
has been constructed or installed and are functioning as designed and permitted. Verification, 
through daily observation logs and photographs, must be provided showing the stormwater 
management facility used for volume retention have drawn down within 48 hours from the 
completion of two 1-inch (approximate) separate rainfall events. 
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PROJECT NUMBER: 0030774.00

1. BACKGROUND INFORMATION FOR THIS PROJECT PROVIDED BY WESTWOOD PROFESSIONAL

SERVICES, MINNETONKA, MN, JANUARY 18

th

, 2021.

2. LOCATIONS AND ELEVATIONS OF EXISTING TOPOGRAPHY AND UTILITIES AS SHOWN ON THIS

PLAN ARE APPROXIMATE.  CONTRACTOR SHALL FIELD VERIFY SITE CONDITIONS AND UTILITY

LOCATIONS PRIOR TO EXCAVATION/CONSTRUCTION. IF ANY DISCREPANCIES ARE FOUND, THE

ENGINEER SHOULD BE NOTIFIED IMMEDIATELY.

3. REFER TO BOUNDARY SURVEY FOR LOT BEARINGS, DIMENSIONS AND AREAS.

4. ALL DIMENSIONS ARE TO FACE OF CURB OR EXTERIOR FACE OF BUILDING UNLESS OTHERWISE

NOTED.

5. REFER TO ARCHITECTURAL PLANS FOR EXACT BUILDING DIMENSIONS AND LOCATIONS OF

EXITS, RAMPS, AND TRUCK DOCKS.

6. ALL CURB RADII ARE SHALL BE 3.0 FEET (TO FACE OF CURB) UNLESS OTHERWISE NOTED.

7. ALL CURB AND GUTTER SHALL BE B612 UNLESS OTHERWISE NOTED.

8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING AND MAINTAINING TRAFFIC

CONTROL DEVICES SUCH AS BARRICADES, WARNING SIGNS, DIRECTIONAL SIGNS, FLAGGERS

AND LIGHTS TO CONTROL THE MOVEMENT OF TRAFFIC WHERE NECESSARY. PLACEMENT OF

THESE DEVICES SHALL BE APPROVED BY THE CITY AND ENGINEER PRIOR TO PLACEMENT.

TRAFFIC CONTROL DEVICES SHALL CONFORM TO APPROPRIATE MNDOT STANDARDS.

9. BITUMINOUS PAVEMENT AND CONCRETE SECTIONS TO BE IN ACCORDANCE WITH THE

RECOMMENDATIONS OF THE GEOTECHNICAL ENGINEER.

10. CONTRACTOR SHALL MAINTAIN FULL ACCESS TO ADJACENT PROPERTIES DURING

CONSTRUCTION AND TAKE ALL PRECAUTIONS NECESSARY TO AVOID PROPERTY DAMAGE TO

ADJACENT PROPERTIES.

11. SITE LIGHTING SHOWN ON PLAN IS FOR REFERENCE ONLY. REFER TO LIGHTING PLAN PREPARED

BY OTHERS FOR SITE LIGHTING DETAILS AND PHOTOMETRICS.

GENERAL SITE NOTES

PROPERTY LINE

SETBACK LINE

EASEMENT LINE

CURB AND GUTTER

LOT LINE

POND NORMAL WATER LEVEL

RETAINING WALL

CONCRETE PAVEMENT

NUMBER OF PARKING STALLS

TRANSFORMER

SITE LIGHTING

EXISTING PROPOSED

FENCE

XX

HEAVY DUTY BITUMINOUS PAVEMENT

NORMAL DUTY BITUMINOUS PAVEMENT

TRAFFIC SIGN

POWER POLE

BOLLARD / POST

CONCRETE SIDEWALK

TIP-OUT CURB AND GUTTER

SITE LEGEND

5

T

· EXISTING ZONING: B-1 NEIGHBORHOOD OFFICE

· PROPOSED ZONING: RM-50

· PARCEL DESCRIPTION: LOT 1, BLOCK 1, INLAND PARK

· PROPERTY AREA: 119,567 SF (2.745 AC)

· PERVIOUS SURFACE: 33,547 SF (28.1%)

· IMPERVIOUS SURFACE(RATIO): 86,020 SF (71.9%)

· BUILDING GROSS SIZE: 198,890 SF

· BUILDING SETBACK PER CODE: 40'=ALONG ROW

10'+0.25' PER FOOT OVER 30' HEIGHT=SIDE

30'=REAR

· PARKING SETBACK: 20'

· PARKING SPACE/DRIVE AISLE: 9' WIDE X 18' LONG, 24' AISLE

· PARKING RATIO REQUIREMENT CITY OF BLOOMINGTON

245 SPACES REQUIRED

· PARKING PROVIDED: 157 (GARAGE) + 67 (SURFACE) = 224 SPACES

SITE DEVELOPMENT SUMMARY

S.1

S.10

S.2

REFERENCE

STOP SIGN 30" X 30" R1-1

SIZE MnDOT DESIGNATION

HANDICAP ACCESSIBLE 12" X 18" R7-8M

SIGN LEGEND

1 B612 CURB AND GUTTER

2 LANDSCAPED AREA

3 FLAT CURB - SEE DETAIL SI31 FOR TRANSITION

8 PRIVATE CONCRETE SIDEWALK

9 PUBLIC PEDESTRIAN RAMP

13 TRAFFIC ARROW

14 SIGN POST INSTALLATION

15 HANDICAP ACCESSIBLE PARKING

19 PAVEMENT SECTIONS

24 CONCRETE CURB AT SIDEWALK

40 MODULAR BLOCK RETAINING WALL

41 STRUCTURAL CONCRETE RETAINING WALL (SEE ARCH)

45 PROJECT MONUMENT/SIGNAGE

49 CONCRETE STAIRS

50 AMENITY AREA (SEE ARCH)

100 COMMERCIAL DRIVE ENTRANCE (SEE CITY DETAILS)

106 CURB & GUTTER REMOVAL AND REPLACEMENT (SEE CITY DETAILS)

120 PUBLIC CONCRETE SIDEWALKS

1

SITE NOTES & DETAILS (SI-0XX)
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